GROUND/JUMPERASSEMBLY TESTER Ta=sl
ACCESSORIES D

Grounding elbow test bar - solid copper bar 5/B" dia. for testing 15, 25 and 35 K.V, grounding elbow assemblies. Threaded end of
test bar is threaded into the terminal after the pin contact and elbhow housing is remaved.

-4
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CREERING INFORMATION

CAT. ND. ~ DESCRIPTION WT.
8714-3 Grounding olbow tost bar {or use with 3.4 Ibs, (1.4 kg.)
Cal. Me. 8714 tesler,

Test bar for URD switeh terminal Cat, No, A10015 ground assemblies. (See Cal, pages F-1 and J-1 for reference) - 58" dia, solid
copper bar includes 2 special adapter that the A10015 can be altached 1o for testing the complete ground jumper assembly.

CROEFING INFORMATION

[ CAT. MO, DESCHRIPTION T W,
B714-5 Tast bar for Cat, Mo, A10015 swilch lerminal 2.8 s, (1.27 kg
greund clamp assemblios,

Test bar for Ball and sockal design ground clamp assemblies - 518" dia, solid copper bar |5 threaded on Both ends 1o accep! femala,
ball studs {not supplied) to test ball lype ground clamp assemblias Intact,

e e m——

CROERING INFORMATION
[ CAT. NO. DESCHIPTION WT.

‘ BF1d-d Tast ar for Ball and socket dasigned graund 26 lbs, {118 kp.)
clamps.

d

Padded carrying ease Tor Cat, No. 6714 groundfjumper tester - made from heavy duty vinyl material.  Internal toam padding for
protection of tester, Heavy duty nylon straps/handles go arcund entire case for maximum strength Leops in front will store up o three
tast bars,

CROERINGINFORMATION

CAT, NOD. DESEHlF“TIDN WT.
BT 1d-1 Padded carry casze for groundfjumpsr tester, 2 s (8 kg
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AMMETER

Designated as the "Load Spotter”, The Ammeter is designed for use with Universal Hot Sticks. Designed for use
on Low Voltage and High Voltage Lines (Tested to 345K.V.). "HOLD" feature captures current readings when
applied with Telescoping Hot Sticks from long distances.

e Patented Slip on Transducer.

e 0 - 2000 Amp. Range.

¢ Large Digital Display, Numbers are 1" High and 12" Wide.

s Displays either "HOLD" or Free Run Readings.

® Accuracy is + or - 1%.

» Wide Temperature Qperation.

® "SNAP" in and out Adapter enables the Ammeter to be used on Conductors up to 2" O.D.
* Designed for use with Telescoping or one piece Universal Hot Sticks.

¢ Low Battery Indicator.

e Weather Proof Aluminum Housing.

[ty
'}

2002

ORDERING INFORMATION

CAT. NO. DESCRIPTION WT.
6790 Ammeter complste with padded 24 Lbs. (1.1 Kg.)

starage [ carrying case.

NOTE: Refer to Catalog pages A-a, A-1 and B-3 for Telescoping and
one plece Universal Hot Sticks.

BEZ2 HACTINCE sl Ll



HOT STICK TESTER (patent rEnDING)

TESTS TOOLS WET OR DRY

* This new and easy 1o use hot stick tester tests hot sticks wet or dry. The tester meets OSHA 1910.269 for
testing "in service” tools (wet test) and new tools (dry test). The tester has a selector switch for wet or dry
tests and a dual range scale which gives the operator leakage current values in microamps.

= Utilizing a 2,500 volt output, the meter is calibrated to indicate the leakage values that would be present
if 7SKEVAC were applied to a 12 inch section of the fiber glass tool for the wet test and 100KVAC per foot

for the dry test,

» Portable and Lightweight for easy use. Two models available. 120 voll or 220 volt systems. The tester
i5 designed to protact the operator while in use.

* The tester comes complete with a padded carryving case and directions for proper use. A testing bar is also
provided (o ensure the tester is working properly.

= Application and training video included with purchase,

Test Carrying Case

ORDERING INFORMATION

CAT. NO. DESCRIPTIOMN WEIGHT
G754 Hot stick fester complete with 525 Ihs, (2.38 ko)
carrying case and test bardperates
on 1201 volls. =
BY81% | Same as above except unit operates B.2 |bs, (3.7 kg,
on 220 systems.

* Cat Mo, 6781 includes the 6798 mater plus a step-down transionmer
which allows the meter to be wsad on 220 volt systems,

F: 265.945.4623 I q
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HOT LINE INDICATORS

(PATENT NO. 5075620}

MODELS FOR
DISTRIBUTION and TRANSMISSION

FEATURES & BENEFITS......

e HASTINGS now offers Hot Line Indicators for bath
distribution and transmission use.

MODEL 6701

= Both models verify line conditions/voltage prior to
use with an audible signal plus flashing lights.

« The audible signal is 80 decibels, and banks of red
lights flash intermittently to warn the operater of
voltage potential,

e Both units incorporate a single push button cn-switch
ihat 15 timer operated and will automatically shut the
unit off after a period of inactivity

s Each time the Hot Line Indicator 1s turned on, each
model will run through a pre-programmed test cycle
and a green pilot light will remain on, indicating the
unit is operating properly, "

o The "distribution” model 6701 includes a wide range MODEL 6780 €
of pre-set voltage levels, (B00Y, 2000V, 7000V, 11000V)
which assist the operator in determining whether full

line voltage or a lesser voltage is present. fi
s The transmission model is for voltage ranges from
GOKV to 500KV
« Both units include 2" diameler hook for contacting MO, 266
conductor and switchgear, Each unit comes with a BUSHING
universal fitting and must be attached o an approved ADAFTER

hat stick or hot line tool before use,

« Carrying Case (Included)
Operates on 9-voit battery {Included)
Bushing Adapters available for 6701 Model and URD Application

.

i

ORDERING INFORMATION b &

CAT, NO, _DESCRIPTION | W] 1 =3
70 O-4GEN Mol Line Indicatar Complate With Carrying Caze, Battery, I _".
I Conductor Hook,  Unit is provided with Operating Instructions and 37 Ibs | B

_____ Safety Guide. il i
87011 Same as abowve except a Largar Slorage Case (s provided far -
Slorage of Bushing Adapters, o 4.2 los T, S

266 Bushing Adapter for 15KV and 28KV Loadbreak Bushing, Alse | ) T
adapts to elastimald 35KV bushings. 1.5 Ibs. _.

267 RTE 25KV Bushing Adapter. 1.8 Ibs, {
A7HD BO-500KN Transmission Hot Line Indicator 37 bz, ;
L ".

B
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HOT MAXIMUM METERS

* Hot Maximum Meters are designed to retain the maximum current flow on energized conductors within
+10% of full scale reading.

¢ Maximum Meters can be installed with shotgun sticks.

* |deal for locating faulted sections of overhead and underground circuits.

* Can be used for balancing conductor loads on multiple phase lines.

= Weatherproof — Meters are hermetically sealed,

* Maximum Meters can be used on all voltages and are reset with a magnet, (See center photo.)
* Can be installed on conductors with @ maximum diameter of 1-3/8".

HOT MAXIMUM METERS

Calalog Scale
Mumbar Doscription Amps Wi
M A5G Swgle Masimurnm RMoter 0-104 0k
116511 Single Maimun Woter 11- 204 0.5
11211 Smgle Makimum Rote D600 0k
P kLT Casge 6l 3 Mk imum Males w/maagnel -0 3.2
11512 Case- ol 2 Maimum Maelas s magnisl 0200 3.2
11240 Casa gl & Maximum Melis s madginel 0-500 3.2
12005 Flagnat only a4

UNIVERSAL INSTALLING TOOL

e Universal installing tool can be used with Tel-0-Polas (Cat. Page
A-1 and A-2) and maximum meters installed and removed without
climbing the structure.

INSTALLING TOOL

Cat. Mo, W,
10-141 05
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DIGITAL HIGH VOLTAGE PHASING METER
PHASE TELL (PATENT NO. 5,136,234)

Instrument for: Circuit Phasing/Potential Testing
and URD Cable Testing

» Circuit Potential Testing — The digital high voltage meter can be used for measuring high voltage on cables. This
includes phase to phase and phase to ground 0-40KV. Voltages up to 240KV can be obtained in 40KV increments with
add on resistors Gat. No. 6703, (See chart balow.)

« URD Cable Testing — This samea meter can be used on underground cables. In addition to phasing and potential testing,
the tester can be used to determine the insulation integrity of buried cables with the use of the D.C. HiPot unit. (See
following page -8 for application.)
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Cas, Mo, B702-1 1525KY Bushing Adaptor

/ /f =

Cat, Na. B702-3 35KV ATE Bushing Adapior

—— ' Phaes Tall with Carry Cass

.

Gal Mo, 8702 Phase Tell I
Cai. Mo, B702-2 D.C. HiPat Adaplos (24K 10 35KV ¢-#)

FEATURES AND BENEFITS

» Digltal display reads directly in kilovoits with three & " high digits on sharp contrast liquid crystal display. Readout is
given to the nearest 100 volts, Example: A 12 470 volt line phase to phase reads 12.5 on display.

+ The digital display has a lighted background that can be switched on by the operator, if needed, during use in poor
light conditions. The meter is solid state design and eliminates problems associated with analog type meters.

+ The unitis powered by a readily available 9-volt battery and is field replaceable. If a low battery condition exists, it will be
indicated on the display. Meter shuts off automatically after 10 minutes without contacling live voltage,

» The coilad, self-retracting cable is 16" (.40 meters) retracted and 10 ft, (3.04 meters) when fully extended. This design
simplities use of the instrument.

» Compact storage is provided by a rugged plastic case 19"L x 7"W x 5% "H. The case will also accommodate a pair of
add-on resistor extensicns.

» The meter and coiled cable is attached to two 1% " dla. x 16" long fiberglass sticks, Female universal splines are
provided on one end to allow attachment on all universal hot sticks. (Ses Gat. Pages B-3 and B-4.) Two conductor hooks
with 2" dia. are provided on other end.

, ORDERING INFORMATION EXTENDED VOLTAGE RANGES
CAT. ND. | DESCRIPTION WT. FOR PHASETELL (Cat. No. 6702}
' B70Z 1 0-4040V Digital Yolt Meter w) conductor hooks. Unit comes 5.5 Ibs. The PhaseTell may be used on valtages higher
comglabe with carry case, battery and instructions. than 40 kV phase to phase with additional pairs
E703 Pair of Extension Resistors to increase cperating m;;én_ [ 1aps | of extension resistars (Cat. No. 6703)

Thesa extension resistors MUST be used in

67021 %ﬂém;ﬂ%ﬂ?&%ﬂéusm:. 0.5k, pairs 1o increase the voltage ranges. The multl-
{NOTE: Most testing will require fwo (2) adaplers ) nlylsﬂr;zx::n;ls and ra:;;;;pel\;?n;ﬁ follows:

[NOTE: Most testing will require two (2] adapters.) g 1 a0 kv
57022 Qty. of One (1) D.C. HiPot Adapter for use up 1o 35KV. T o5®s, | é ; : Eg ”:3
A30119 Storage Case Only 21" Lx 8.5" W x 7" H 21 Ibs, 3 4 160 k¥
E711 0-408V Tester Kit includes Cty. One (1) Cat No. 6702, Two (2 10.0Ibs. 4 L] 200 kY

B' x 1 1/4" dea. universal fiberglass poles with vinyl siorage bag. ] ] 241 kY

FHONE: 261 45,6541
FAN: 2608454023
SCOPYRIGHT DRIOS A WELIWIDE SUSPLER UF wiww, fifgg.sam = Emall hastingeditign.cam

PRINTED IN U.S.A. Har Line Tiols & Fguipment Pdl BOX 218, 770 COOK ARAD
HASTINGS, MICHIGAN 40056-02% I'T




D.C. HIPOT ADAPTER

Cat. Mo, 6702-2 D.C. HiPot Adapter

BUSHING METERED
ADAPTER UNIT
-l { - ] E &
| = 1 1]
ez —y—1
EMERGIZED |— HIPOT = B i EMERGIZED
BUSHINGS ADRPTER g LATING BUSHINGS
| R e 7 e
FEED 5 b N PARKING
bty BUSHING  MOMMETERED  INSULATING ETAND
ADAPTER UNIT STICK
i L]

For referencaonly = 1ypleal application ol DG, HiFot Adapter for testing LD, Cable;
D.C, Hifot Adapter (2. 4KV 1o 35KV §-§)

* Thie 0., HiPot adapter Is an encapsulatad high vellage reclifier for use on the Hastings Cal, Mo, 8702 Phase Tell Meter, When uzed in
canjunetian with tha Fhase Tell il will enable the operator 1o parform the fellowing tesls on syslems up to and Including 35KV phase io phasa:
1. Teat sectlions of undarground cablas to datermineg b intagrily of insulatian, La, failed cables,
2. Cetermine if all graunds have bean removed alter complation of working on a da-anerglzed underground systam,
* The HiFal adapler hausing is fiberglass, 13" in length., A bell shaped female and allows it to be coupled to (he end of tha Phase Tall after
tho conductor hook is ramoved. The apprapriate WRD bushing adaptar can than ba installad on the othar and of tha HiPot Adaptar,
(See Cal. Page I-7 far URD adapters. )
* Convenient =more porlable and easiar lo oparate than conventiznal cabla lesting equimpmant,
 Cost offoctive - allminatas use of expensiva fusas 1o locata and isolate faulted cable soclions,
» Safely - use of the 0.C, HiFot Adapler to test cablas {or faulls aliminales undus siress on the cable insulation when usad In conjunclion

with the Phagae Tell,

ORDERING INFORMATION
_ DESCRPTION
O.C. Hiffal Adapter lor use with 1he Hastings Cat, Mo, 6702 Phase Tell Urit, .5 Ibs,
Dperaling instructions arg inciuded.

~CAT. N,
Byng-2

Cantact your Hastings representative or the factory for a videatape on tha use of the D.C. HiPal unit.

PHASE TELL TESTER
® The Phase Tell Tester is designed 1o test the lollawing meters: Cat. Mo.'s 6702, 68706 and 6704,

o The Tester verifies that all internal components of the above listed meters ane functioning properly,

o The Tester is powered by a readily available @ voli battery which is easily replaced,

& Annstruction labal is attachad tothe testerior easy raference, Tasteris compact and will slorgin
the Phasa Tell carrying case,

Phase Tell Testar ready
1o test phasemeter.

Phase Tell Tester
Catl, Mo, BYE2 W 1.0 Ibs,

BA HACTINGS

FHOKE ; (516) B495.0541
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REGULATOR NEUTRAL DETECTOR
RND (PATENT NO. 5,144.227)

Instrument for Verifying Regulator Neutral Position
s The BMND (Requlator Meutral Detector) insures that the operator has the regulator in ifs neutral position prior to
disconnecting the regulator from the circuit (bypassing).

= Use of the RND eliminates high or low voltages caused by cyoling the regulator to the upper or lower limits and then
counting steps back to neutral.

* The RMD provides benefits not found in existing testers presently being used for detecting the requlator neutral,

Lo L il

FEATURES AND BENEFITS

¢ Use of the BND may ellminate outages taken because of uncertainties of the ragulator neutral position,
s Thae AND varifies the neutral position on regulators.

+ The AND works with step type and induction type regulators.

o O to 2000 voll range is shown in ane (1) voll incremants.

* The AND warks with all regulators up to and including 24.5 k.v, systems,

« Mo range selector is requlired.

¢ The AND has a digital display with 1/2 inch tall LCD digits for easy viewing.

¢ Lighted meter for use al night, or in poor lighting conditions, can be swilched an by the oparator,

* Tha AMD is powerad by a readily available 8-volt battery and is field replaceablie, If a low battery condition exists, i
will be indicated on the display.

¢ The RMD is light welaht al 1.4 pounds,
* The RMD verifles the step Indlcatar has not slipped one slep.
= A female universal spline allows unit to be attached to all univarsal hot sticks, (See Cat, pages B-3 and B-4.)

Contact electrodes are knurled to aid contact with conductors, Electrodes are removeable for compact storage,

ORDERING INFORMATION

CAT. NO DESCRIPTION. WT.
67081 Ragulater Meutral Detector complate with carrying case, battery and instructions. 4.6 |bs,
Al0113 Replacemant Carrving Caso 2.4 lbs.

Contact your Haslings representative or the factory for a videctlape on the use of the Begulator Neutral Detector.

- B4 HASCTINEGE | i



UNDERGROUND HIGH VOLTAGE METER “Atine-

(PATENT NO. 5,136,234) - 2

Instrument for Underground Potential Testing

s Circult Potential Testing - The digital high voltage meter can be used for measuring valtage potential up to and includ-
ing 20KV line to ground,

s Accessories — Loadbreak Bushing Adapters for 15, 25 and 35KV underground and primary systems.

Close Up of Digital Meter

ACCESSORIES

e

Cat, No. 6702:1 15.'25PEU Bushing Adaplar

Cal, No. 8702-3 35KY ATE Bushing Adapiar

FEATURES AND BENEFITS

Digital display reads directly In kilovelts with three ¥ " high digite on sharp contrast liquid crystal display. Readaut
is glven to the nearest 100 volts, Example: A 7,200 vell line phase to ground will read 7.2 on the display.

The digital display has a lighted background that can be switched on by the operator, if neaded, during use in poor
light conditions, The meter |s solid state design and eliminates prablems associated with analog type meters.

The unit is powered by a readily available 9-voll battery and |5 field replaceable. If a low battery condition exists, it
will be Indicated an tha display.

The colled, self-retracting cable is 16" (.40 meters) retracted and 10 ft, (3.04 meters) when fully extended, This design
simplifies use of the instrumant.

Compact storage is provided by a rugged plastic case 19"L x 7"W x 5% "H. The case will also accommaodate a pair
of bushing adapters.

A heavy duty alligator clip |8 installed on the end of the coiled cord for attachment to system ground,
A female spline is provided an one end 1o allow attachment of instrument to all universal hot sticks, {See Cat. Pages
B-3 and B-4.)

ORDERING INFORMATION

CAT. NO. DESCRIPTION ) WT.

B704 Underground High Vollage Meter. Unit comes complete with carrying case, 4.8 lbs,
Battery and instructions.

ACCESSORIES
MOTE — A choice of below listed Loadbreak Bushing Adapters will be required for deadfront construction.

CAT. NO. DESCRIPTION WT.

B2 Oy, of One (1) 15/25KV™ Loadbreak Bushing Adapter. 0.6 Ibs.
*#ilso fits Elastimold 35KV Loadbreak Bushing.

B70E-3 Oty, of One (1) 35KV Loadbreak Bushing Adapter, 0.8 s,
*Fils RTE 35KV Bushing Only.

AZ0118 Replacemen! Slorage Case Only. 2.1 ibs.

B2 HACTINEE roptiphetingy
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(Patent Pending)

GROUND / JUMPER ASSEMBLY TESTER

This tester is designed to test in-sarvice grounding and jumpering cable assemblies intact. Regular
periodic use of the Cat. No. 6714 Tester will ensure that the jumper assemblies perform as required for
personnel safety. Important Note: The tester does not test insulative value of jacketed cables.

FEATURES AND BENEFITS

e Tester is completely self contained, portable and sets up in seconds.  Any standard 120 volt

grounded outlet will provide power to the tester,

e A reference chart is provided for No., 2 Str. Cu., 1/0 Str. Cu., 2/0 Str. Cu., and 4/0 Str, Cu., cables

of specific lengths to determine correct test values,

e A built in digital volt meter allows the operator to easily input the correct voltage specified on the

referance chart for varicus sizes and lengths of cable.

e The digital readout ammeter is also built in and tells the operator if the assembly is in good working
condition. If not, the jumper must be disassembled for cleaning cannections and clamps. Any

defects must be corrected before assembly is re-tested and returned to service,

® A 5/8" dia. solid copper bar is provided for attaching clamps. The bar is easily removed for

transporting or replacement.
e Maximum voltage output is limited to protect the operator,

NOTE: =L
See |-2 for ah, ppuscs ,ﬁ‘ll?
Tester Acc. W i i\l
- ;14 .V\ | o t— Ll
Y 4 ST - i Wl
il {y r..“' LL] ol I'n}_?l -
Pressure sensitive vinyl labels with writable surface to
BY DATE tag jumpers after testing.
Shown Actual Size Ordering Information
Cat. No. Description Wi.
6714 Ground/Jumper Tester Gomplete with Copper Cannection Bar, 30 lbs, (13.61 K.G.)
Dimensions with Copper Bar removed 9" wide x 7-1/2" High x 13 " Long
P30605 Replacement Copper Bar Only - 21-5/8" Long 27 1lbs, 1.2 K.G.)
P15095 Qty. 16 - Pressure Sensitive Inspection Labels on "Peel Of" Card A lbs. (0.28 K.G.)

N N TR £ 1 AT s A
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URD SAFETY EQUIPMENT

URD SAFETY PRODUCTS

Thoroughly tested and approved products for URD applications.
All Sticks Meet OSHA & ASTM F711
All Clamps Meet OSHA & ASTM 855

URD SWITCH TERMINAL GROUNDING CLAMP

PADMOUNT SWITCH STICK The grounding clamp fits the upper and lower

":'“13" warking :"f'lfh the MX sandfuse, fuse tarminal bracket and 8 pul In place and
1 T use can sataly be disangagad by instaled with o shotgun stick Clamp securely
LEINg the spacil disconnect skck Incks in position in lower fuse fﬁ@un“nq brackal,
head. There is no danger of accidental 5/18=18 sllicone bronte maching bell and
contact with the upper anergized lock washer |5 suppliod fo nccemmadate lug and
cable assemblios for varying aurrent capacity
 Weight reguirements. Lug s nat inclided,
1.6Lbs _ -
i Lal. No, Welght
1.9 Lbs, A10015 1.6 by

B2 HACTINEGEE | "ornouss




LINEMAN’S STRAP HOIST

BY HOOK®&

The Lineman's Strap Hoists shown below are designed for hot line work done by utilities and
contractor's. The design of the HOOK hoist incorporates both light weight and durability to provide a
hoist engineered for safe and easy operation.

1,000 Ib. — 4,000 Ib. CAPACITY

FEATURES AND BENEFITS:

'

Each hoist meets AMNSI standard B-30.21
Rugged cast aluminum housing encloses and protects the strap from the elements, yet
provides an open front for easy inspection and maintenance.
Reversible fiber glass handle provides increased operator safety, when using proper load
handling techniques. Handle is designed to break for warning of hazardous overload.
360° Drop Forged swivel hooks with safety latches.
Stainless Steel Springs resist corrosion; Bronze bushings reduce wear.
Easy to operate: B Aluminum winding wheel for take up of slack in the strap.
»Double interlocking Pawl System assures precise load contrel.
F Designed for two-way, two-capacity rigging.
Special Options: »Hot Stick operated safety latches available on EHHS models.
»Hot Stick models include rings on handles, hocks, and control
levers; quick disconnect ring for release of the sheave block is
also included,

E153-10 EH153-10

ORDERING INFORMATION

~ SINGLE LINE ] DOUBLE LINE
MODEL # CAPABILITY | LIFT | MINIMUNM CAPACITY | LIFT | MINIMUM NET
LBS. FT. | HEADROOM | LBS. FT. | HEADROOM | WT

| N IN. LBS.
E153-10 1500 10 22 3000 5.0 27 12.0
"EH153-10 1500 10 22 3000 5.0 27 | 12.0
*EH24-12 | 2000 15 17 4000 75 25 | 127 |
~EHHS153-10 1500 10 o2 3000 5.0 27 125 |
“EHHS24-12 2000 [ 15 17 4000 7.5 25 130 |

*Includes Hot Stick Rings on All Hooks and Quick Disconnect Shafl.
“Includes Hot Stick operated Safety Latches and Hot Stick Rings on All Hooks and Quick Disconnect Shaft,

scopymorT oo L2 HASTINGS e s
: 208945 Ko
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CAT. NO. 12006
57" x 12" 0.0, BRACE POLE
For attachmeant to arm assembly and
mast,
Wt. 3.2 Ibs.

18
EFDXY INSULATOR
For attachment o conductor helcer, Gal
Mo, 50354, Use ol insulator allows g am 1o
b wsed-on 34, 5KY,

Wt 1 b,

CAT, ND, 12603
METAL SLEEVE ADAPTER
Adapls arm assembly and accessories 10
200, ek jibs. (Holan)
Wi, 4 lbs.

.-""‘"'_““

.
CAT. NO. 21401
BRACE CLAMP
To fit truck jib dia. 5-1/8% 0.0, (Holan),
Allows use of Cat. Moo 12006 brace
pole. Wi, 1.75 [bs.

CAT. NOD. 11387
BRACE CLAMP
For attachmen! of brace pole. Fits 3"
G0, arm and mast assembliss.
Wi. 3.1 lbs.

-
e,

CAT. NO. 5033
FOUR WAY CONDUCTOR HOLDER
With insulator lor mounting to 3% 0.0,
arm. spring loaded latch is hot stick op-
erable. WL 5lbs,

CAT. NO. 13148
METAL SLEEVE ADAPTER
Adapts 3" 0.0, masl o 2" lamale
sockels, (M Ranger), Clevis pin |5 in-
cluded. Wt. 9.2 Ibs.

CAT. ND. 13521
FIBERGLASS SLEEVE ADAPTER
Adaptar 0.0, 15 2.975 and atapts 37 anm

CAT. ND. 13485
BRACE CLAMP
o fit truck jib dia. 380 0.0, (McCabe

assembly and accessories to uck jib, (Me- Powers) allows use of Gat. Mo. 12006
Gable Powsrs) Wi, 3 Ihs brace pole, Wt 1.5 |bs.
o' BTARBARD GRTL R S04 WIRE MOLTIER

I- . OTHER LENGTHS et

[ SEECIFIED ek GAT. WO 13E2R ;

-% A JE:F iy ¢ M ASSEMBLY !:_? [

Lig: )? L I — £ e

N —
o] o
GAT ML 11307 BRACE CLAME |

EmFSTvIRrr Fimre Fl.ﬂ!zlh. |

\,;.' T" CAT. NOC 11974 SWIVEL SUPRIRT
X

| | = GAT, HO. 11683 MAST

|

Rrmgve holbsm pin e

./ rokabe assambly.

IR CAT DL 1685
] o BODM BAACHET

W

PHONE : (516) 945.8541
FAN (B8 G45.4525



CONDUCTOR LIFT ARM

BOOM MOUNTED LIFT ARM COMPONENTS AND ACCESSORIES
BOOM ADAPTERS - ROUND BOOMS

= Adapters can be ardered as separale accessories with the Cat, No. 11888 boorm bracket so lift arm can
ba used on round booms. [ Ses page L-1).

ROUND BOOM ADAPTERS

CAT. NO. DESCRIPTION WT,
12211 Adapter set to fit 8" 0.0, Round Boom 18 Lbs, |
12968 Adapter set to fit 8" 0.0, Round Boom: 19 Lbs,
129749 Adapter set 1o fit 10-1/8" ©.0. Round Boom | 20 Lbs,
6755 Adapter set o fit 12° 0.0. Round Boam 21 Lbs,

NOTE: By atlaching or installing any of the above adapter kits, the
lift arm assamblies shown on page L-1 can then be utilized
on trucks with round booms.

B2 HACTINGE e ),
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CONDUCTOR LIFT ARM S

RUBBER GLOVE AUXILIARY ARM

® The rubber glove auxiliary arm provides a convenient tool for holding up to four conductors while
changing out cross arms, insulators, poles, hardware or obtaining work clearances.

® Fiberglass mast and arm are 3" 0.0, They have a solid foam core and are tested per O5HA.

@ Includes three adjustable conductor holders. Conductar holders will accept conductors and line
hose up 10 2-5/8inches. Holders can be used in either up or down positicn. Safely latch can be hot
stick cperated,

@ Arm can be used on 34.5 KV @ to @ veltages if insulator Cat, Ne, 830008 (shown on Cat, Page C-8)is
used with conductor holders.

® Mounting bases are aluminum alloy and have spring take up chain Hghteners,

® Can support 800 |bs: balanced load or 200 |bs. per conductor holder,

RUBBER GLOVE AUXILIARY ARM

 CAT. HOD, OESCAIFTION WT.
ioatn Complate Assembly with 97 arm, 4° mast, 36 Ibs.
Joonductor holders, mounting bases and brace b
106K Same s above axcapl wilh a 107 arm assambly A7 1hs,
A10047 Aadisznal Wire Holder _ | c&7ihe;
AJ000E Insualor for Wire Haldar, 11h

PHOHE: (B18)945-3541
B2 LAECTIARL,E s



CONDUCTOR GIN-ARM MOUNTED

Convertible Cross Arm Gin

¢ Convertible — base assembly will accept either the 2':" 0.0, x 31" long mast or 3" Q.0 x 58" long mast.
This feature allows operating personnel maximum lifting heights and safe working load limits.

s Fiberglass masts are tested per OSHA and ASTM F-711,

* Base assembly is constructed with aluminum alloy parts and base plates are reversible to allow gin to be
used on 3V:" wide x 4%=" high or 434" wide x 53" high crossarms.

¢ Aluminum plate support on base prevents damage to ¢ross arms in load bearing areas.

Insulative
“‘lﬁﬁ"

ae
.
Picture Referance — Cat. No. 5571 Cat. No. Cat, No.
Conveartible Gin 5574 5572
CAT. NOD. DESCRIPTION g TMENEIN ] WORKING LOAD LIMIT | WT.
5571 Camplete Gin Assembly with Cat. Mo 5574 Base 2534 a1 BOO Ibs 172 s
ang Cal Mo 5ovd Mast E—
5571 Complete Gin Assembly with Cat, No. 5574 Base 484" 54" B0 Ds 27 ibs
ang Cal. Mo. 5573 Masl B
5574 Convertible Base Assambly Gnly =+ == _11.Blbs. |
5572 21 00w 31" long Mast Tnly 2T GO0 Ios 541y
5575 3" 0.D. x 58" long htast Oniy 8% 500 fos. 5.2 1bs. |
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CONDUCTOR GIN-POLE MOUNTED

The Hastings Fiber Glass Conductor Gin is designed for lifting conductors when changing out
poles, insulators and hardware on armless fype structures,

Lifting capacity — B00 Ibs. with brace, 450 |bs. without brace,

Arm and mast can be rotated in saddle clamps for positioning over load to be |ifted.

Fibar Glass mast and arm Is 3" 0.0, with a solid foam core and they are tested per OSHA and

ASTM F-711.

Chain tighteners are spring loaded for easy installation and remaoval of gin.

Cat. Mo. 3550 side opening block is provided for positioning fall line parallel to the mast.

Metal components are made with aluminum alloy and plated steel.

CONDUCTOR GIN

GAT, HO.

DIMENSION REFERENCE
A i 1 G

MAX LIZIA_EI HATING
_ WITH BRAGE | W/0 BRAGE

3rT0

K a5t | 8" | ©00 LBS. a%0 LES.

| 61LBS,

S OOPYRIGHT 14904




CONDUCTOR LIFT ARM

BOOM MOUNTED LIFT ARM

The boom mayrted liftarm can be utilized as 2 3@ or 10 lifting attachment when mountad, (o derrick trucks and bucket trucks that have
litting capabilities. It can ba used for change out of poles, cross arms, insulators and mid span lifting requirements.

The lift arm can be mounted Lo a square, rectangular, round or oval boom by ardering the proper boom adapters and blocks, The boom
mounting agsembly features a ratchet which allows the-arm 1o be positionsd under load, Total arc covered iz 45°, (Sae reference Guite

page L-2).

WA

hetal components are alther sleal or aluminum alloy.

Load Rating—Batanced loading with brace is 1.000 bs. magimurm.
Unbalanced foading is 200 lbs, paer conductor holder,

Fiper glass arm and mast assemily is 37 0.0, with solid foam core. Thoy are testad par OSHA,
Fitrer glass brace is 13" 0.0, with solid foam core and tested per OSHA,

e Load Rating—I mast anly is used with Cat, Mo, 21642 d-way coller or Gal No, 12666 4-way raller
itig ralacd A1 BOO be, rradirmom.

Mote: Rating is based on vartical lift.
Sidetoading reducas rating,

® Several adapters for mast are available to 1t existing jibs on material handling buckal frucks, Contact factory with
requirameanis,

CAT. NO, 11686

BO0M BRACKET WITH
RATCHET ASSEMBLY
Fils booms B % 8% 1611 % 11"

W1, 38 lbs.

e

CAT, NO. 21642
SELF ALIGNING
CONDUCTOR HOLDER
Far atfachmant Lo mast. Qpening s 19"

Spring Joaded latch i hol shck gpeiable.

Maximum work ioad 300 1bs.

W, 4.51bs.

BOOM MOUNTED LIFT ARM COMPONENTS AND ACCESSORIES
o

GAT. NO 11683

5" x 3" 0.D. MAST
ASSEMBLY ONLY
With quick datach pin,

Wi, 9.3 Ibs,

CAT. NO. 12666
SUPER DUTY
CONDUCTOR HOLDER
For altgchren] lo mast and Jib adapters
aroepts 27 diz. conductors. Maximum
warking load 505 ks,

R

W1, 11 1hs,

IHRETINrNE FIEBEE ™1 l!tlk‘ |

ARM ASSEMBLIES

CAT. NO. 13128=0" » 3" 0.0 Arm wih Cat. No.
suppart; Gal. Mo, 12006 brace, two Cat. No
clamps and thres Cal. Mo, 5034 four way rellers.

11874 swival
14367 brace
Wi, A7 Ins.

GAT, N0, 13129 — Same as gbove exceptarmis 11 % 37 0.0

g

CAT. NO, 5034
FOUR WAY
CONDUCTOR HOLDER
For mounting to 3% 0.0, amm.
Oparing is 1%, Spring leaded
lateh is hot slick pperable.
Wi, 4 [bs.

FHONE : (E16) 945-8541
Fai : {616) 9454683

Wi 40 |bs.

CAT. WO. 12366
SUSPENSION INSULATOR
STRING HOLDER
For attachment 10 mast. Unit
works on both 9" and 10"
dia, Insulatars,

Wt 89.51bs.




ELECTRO-MASTER®

EXTENSION/STEPLADDERS

7100 SERIES
Heavy-Duty
EXTENSION
LADDER

Interioeking

side rails,

Internal

guides an

battam

of fiy

o section,

and external  guides

an top of base separate
rails.

EXTENSION LADDER CONSTRUCTION:
Long ladder life s sccomphished by separating
rail and rurg with palyethylena waear slagves,
Rails arg separated fram dals with inteonal and
external guides. Locks and rungs are separated
by nylon lock tlippars to eliminate abrasive
AMERICEN NITIONALL wear, Patented ALFLO®  rung joints provide
STAMDARD a Twist-Proof™  construction,

Electrical Properties - (Independent Electrical Testing Lab);
D.C. Current leakage doas not exceed 90 micro amps when
90,000 volts 5 applied to electrodes spaced 107 apart, (Con
ditioned 72 hours at 22° £ and B0% Relative Humidity),
Boetweon the rungs T2 apart, (107 of clean fiberglass raill
flashower dass nol occur  below 230,000 wolts, Diclectric
strangth 25,00 velts per inch per A14.5 Code,
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NON-CONDUCTIVE FIBERGLASS LADDERS

RPADDED ¥ ALNG gIT  Madal N
Resti-alips iatlsse grip attachipd: 194
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7500 SERIES
Extra Heavy-Duty
EXTENSION

1-1/4™

LADDER

Heavy-duty

aluminum
extruded
pulley,
Size | Extension | Approx.
ar Ladder ship'y,
Cat. No, |Section Wnrk'?’. Welght
Length Lengt Lbs.
T120-2 | 20 f1. 17 fr. 410
T124-2 | 24 11, o 54.0
T128-2 | 28 fe, 25 ft, G2.0
t7132-2 | 32 fr, 29 1. 700
T520-2 | 20 fr, 17 1. 50.0
7524.3 | 24 ft. 21 #t. 539.0
1528-2 | 28 fr. 25 fr. 67.0
7532-2 | 32 1t 4 fi, 780
17536-2 | 36 fi. 32 fu, 1040
1 7540-2 | 40 fi. 36 fr, 114 .0

1250 b, Duly Rating — All Othars Rated 300 Ibs

PHONE | (5115 945-5041
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