GROUND/JUMPERASSEMBLY TESTER Ta=sl
ACCESSORIES D

Grounding elbow test bar - solid copper bar 5/B" dia. for testing 15, 25 and 35 K.V, grounding elbow assemblies. Threaded end of
test bar is threaded into the terminal after the pin contact and elbhow housing is remaved.
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CREERING INFORMATION

CAT. ND. ~ DESCRIPTION WT.
8714-3 Grounding olbow tost bar {or use with 3.4 Ibs, (1.4 kg.)
Cal. Me. 8714 tesler,

Test bar for URD switeh terminal Cat, No, A10015 ground assemblies. (See Cal, pages F-1 and J-1 for reference) - 58" dia, solid
copper bar includes 2 special adapter that the A10015 can be altached 1o for testing the complete ground jumper assembly.

CROEFING INFORMATION

[ CAT. MO, DESCHRIPTION T W,
B714-5 Tast bar for Cat, Mo, A10015 swilch lerminal 2.8 s, (1.27 kg
greund clamp assemblios,

Test bar for Ball and sockal design ground clamp assemblies - 518" dia, solid copper bar |5 threaded on Both ends 1o accep! femala,
ball studs {not supplied) to test ball lype ground clamp assemblias Intact,
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CROERING INFORMATION
[ CAT. NO. DESCHIPTION WT.

‘ BF1d-d Tast ar for Ball and socket dasigned graund 26 lbs, {118 kp.)
clamps.
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Padded carrying ease Tor Cat, No. 6714 groundfjumper tester - made from heavy duty vinyl material.  Internal toam padding for
protection of tester, Heavy duty nylon straps/handles go arcund entire case for maximum strength Leops in front will store up o three
tast bars,

CROERINGINFORMATION

CAT, NOD. DESEHlF“TIDN WT.
BT 1d-1 Padded carry casze for groundfjumpsr tester, 2 s (8 kg
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AMMETER

Designated as the "Load Spotter”, The Ammeter is designed for use with Universal Hot Sticks. Designed for use
on Low Voltage and High Voltage Lines (Tested to 345K.V.). "HOLD" feature captures current readings when
applied with Telescoping Hot Sticks from long distances.

e Patented Slip on Transducer.

e 0 - 2000 Amp. Range.

¢ Large Digital Display, Numbers are 1" High and 12" Wide.

s Displays either "HOLD" or Free Run Readings.

® Accuracy is + or - 1%.

» Wide Temperature Qperation.

® "SNAP" in and out Adapter enables the Ammeter to be used on Conductors up to 2" O.D.
* Designed for use with Telescoping or one piece Universal Hot Sticks.

¢ Low Battery Indicator.

e Weather Proof Aluminum Housing.
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ORDERING INFORMATION

CAT. NO. DESCRIPTION WT.
6790 Ammeter complste with padded 24 Lbs. (1.1 Kg.)

starage [ carrying case.

NOTE: Refer to Catalog pages A-a, A-1 and B-3 for Telescoping and
one plece Universal Hot Sticks.
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HOT STICK TESTER (patent rEnDING)

TESTS TOOLS WET OR DRY

* This new and easy 1o use hot stick tester tests hot sticks wet or dry. The tester meets OSHA 1910.269 for
testing "in service” tools (wet test) and new tools (dry test). The tester has a selector switch for wet or dry
tests and a dual range scale which gives the operator leakage current values in microamps.

= Utilizing a 2,500 volt output, the meter is calibrated to indicate the leakage values that would be present
if 7SKEVAC were applied to a 12 inch section of the fiber glass tool for the wet test and 100KVAC per foot

for the dry test,

» Portable and Lightweight for easy use. Two models available. 120 voll or 220 volt systems. The tester
i5 designed to protact the operator while in use.

* The tester comes complete with a padded carryving case and directions for proper use. A testing bar is also
provided (o ensure the tester is working properly.

= Application and training video included with purchase,

Test Carrying Case

ORDERING INFORMATION

CAT. NO. DESCRIPTIOMN WEIGHT
G754 Hot stick fester complete with 525 Ihs, (2.38 ko)
carrying case and test bardperates
on 1201 volls. =
BY81% | Same as above except unit operates B.2 |bs, (3.7 kg,
on 220 systems.

* Cat Mo, 6781 includes the 6798 mater plus a step-down transionmer
which allows the meter to be wsad on 220 volt systems,

F: 265.945.4623 I q
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HOT LINE INDICATORS

(PATENT NO. 5075620}

MODELS FOR
DISTRIBUTION and TRANSMISSION

FEATURES & BENEFITS......

e HASTINGS now offers Hot Line Indicators for bath
distribution and transmission use.

MODEL 6701

= Both models verify line conditions/voltage prior to
use with an audible signal plus flashing lights.

« The audible signal is 80 decibels, and banks of red
lights flash intermittently to warn the operater of
voltage potential,

e Both units incorporate a single push button cn-switch
ihat 15 timer operated and will automatically shut the
unit off after a period of inactivity

s Each time the Hot Line Indicator 1s turned on, each
model will run through a pre-programmed test cycle
and a green pilot light will remain on, indicating the
unit is operating properly, "

o The "distribution” model 6701 includes a wide range MODEL 6780 €
of pre-set voltage levels, (B00Y, 2000V, 7000V, 11000V)
which assist the operator in determining whether full

line voltage or a lesser voltage is present. fi
s The transmission model is for voltage ranges from
GOKV to 500KV
« Both units include 2" diameler hook for contacting MO, 266
conductor and switchgear, Each unit comes with a BUSHING
universal fitting and must be attached o an approved ADAFTER

hat stick or hot line tool before use,

« Carrying Case (Included)
Operates on 9-voit battery {Included)
Bushing Adapters available for 6701 Model and URD Application
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ORDERING INFORMATION b &

CAT, NO, _DESCRIPTION | W] 1 =3
70 O-4GEN Mol Line Indicatar Complate With Carrying Caze, Battery, I _".
I Conductor Hook,  Unit is provided with Operating Instructions and 37 Ibs | B

_____ Safety Guide. il i
87011 Same as abowve except a Largar Slorage Case (s provided far -
Slorage of Bushing Adapters, o 4.2 los T, S

266 Bushing Adapter for 15KV and 28KV Loadbreak Bushing, Alse | ) T
adapts to elastimald 35KV bushings. 1.5 Ibs. _.

267 RTE 25KV Bushing Adapter. 1.8 Ibs, {
A7HD BO-500KN Transmission Hot Line Indicator 37 bz, ;
L ".
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